Addoflex Data Processing 

Computer Input Equipment 



What the Addo-X Tape 
Punch does 

The Addo-X Tape Punch is available in 
5, 6, 7 and 8 channel capacities, with 
codes easily interchangeable by means 
of a diode-matrix quickly detachable by 
loosening one screw. The Addo-X Tape 
Punch is programmable for up to 35 
steps by means of a plastic Program 
Card 24 columns wide. Holes punched 
in the Addo-X Program Card will serve 
the following purposes: 

• Determine the field capacity in each 
step (unless the punch is set to con¬ 
stant field limit). 

• Select the correct program step and 
safeguard against operator selection 
of incorrect function key on Base 
Machine. (If the machine function se¬ 
lected by the operator fails to corre¬ 



spond to the function indicated on 
the Addo-X Program Card, the ma¬ 
chine locks up, calling immediate 
attention to the error.) 

• Duplicate on the tape any code-con¬ 
figuration appearing on the Program 
Card. (For example: ‘‘PI” code, “end 
of line” code, "stop feed” code. 


“new item" code, "card feed” code, 
and so on.) 

Several different Addo-X Program Cards 
can be used with the same Addo-X Tape 
Punch, each card serving a different ap¬ 
plication. Similarly, the same Program 
Card can be used with different tape 
punches, in case of job-switching be¬ 
tween departments or machine down¬ 
time. 

The Addo-X Tape Punch is equipped 
with 8 push-buttons which provide for 
easy operation, maneuvering of Pro¬ 
gram Card, error indication, erasure of 
incorrect punches and for tape feed. 

The Addo-X Tape Punch is assembled in 
major sections, mechanically and elec¬ 
trically, for rapid service which reduces 
down-time to a minimum. 
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